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l displays date, time, temperature, user & PASS/FAIL

l automatically archives data & creates reports

l paperless! eliminates the use of logbooks

l wide range of interchangeable probes

Saf-T-Log™
HACCP recording thermometer

Measure, store, download and print temperature reports. No more 
paper logs or complicated PDA's to train staff how to use! The 
Saf-T-Log is as easy to use as your current thermometer.

The Saf-T-Log includes Windows® software to create a list of up 
to 100 items that you routinely measure along with up to 25 
users.  Each item can include a high/low temperature limit that 
gives the user instant on-screen PASS/FAIL feedback and gets 
printed on the report.  Once your checklist is created, it can be 
saved, emailed to other users and uploaded onto any Saf-T-Log.

To record readings, simply scroll to the correct item and press 
record.   Once readings are taken they can be uploaded to a PC 
automatically when reconnected.  The data is archived and a 
report is generated automatically with no additional user input. 
The Saf-T-Log report is locked so the data logged cannot be 
tampered with.

Each unit measures temperature from -100 to 1372 °C 
depending on the probe selected and includes a high contrast 
backlit display with accuracy to ±0.4°C and calibration trim 
function. The Saf-T-Log is housed in a durable IP66/IP67 
waterproof housing that includes 'Biomaster' additive which 
reduces bacterial growth.

NEW

 range -100 to 1372 °C
 resolution 0.1 °C
 accuracy ±0.4 °C ±0.1 % of reading
 battery 3 x 1.5 volt AAA
 battery life >500 hours
 sensor type type K thermocouple
 display 15 mm LCD
 dimensions 32 x 71 x 141 mm
 weight 220 grams

FREE traceable certificate of calibration included

 specification Saf-T-Log

 
 292-701 Saf-T-Log 
 830-257 protective silicone boot 

the Saf-T-Log is exclusive of probe

 order code description 

"The Saf-T-Log is a total innovation from ETI.  
No other recording handheld system records 
data this intuitively at anywhere near the price"

AUTO 
OFF

°C/°F
HACCP
COMPATIBLEIP66/67


