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Food Check
thermometer & probe

The Food Check is designed specifically for the 
food and catering professional.  The thermometer 
will measure temperature quickly and accurately 
when monitoring cooked and chilled foods as part 
of HACCP and health and safety procedures.

The unit features a large, easy to read, LCD display 
with open circuit and low battery indication.

Each Food Check is supplied with a permanently 
attached food penetration probe with a 130 mm 
stainless steel stem and 500 mm PVC lead.

Thermamite® Thermometer
complete with food penetration probe

l	 FREE traceable certificate of calibration

l	 compact & robust design

 
	 range	 -50 to 300 °C	
	 resolution	 1 °C
	 accuracy	 ±1 °C ±0.1 %
	 battery & life	 3 x 1.5 volt AAA - 10000 hours
	 sensor type	 K thermocouple
	 display	 12 mm LCD
	 dimensions	 25 x 56 x 128 mm
	 weight	 130 grams

FREE traceable certificate of calibration included

	specification	 Thermamite

The Thermamite thermometer offers accuracy, flexibility and ease of use, 
coupled with the durability and reliability that is required by the food and 
catering industry in helping to meet today's food hygiene legislation.  

The thermometer incorporates a clear LCD display with a precise read-out 
of temperature over the range of -50 to 300 °C with a 1 °C resolution.  Low 
battery and open circuit indication are also displayed.  The unit will 
power off automatically after ten minutes, maximising battery life.

Each thermometer is supplied with a permanently 
attached pointed, stainless steel food penetration 
probe (Ø3.3 x 100 mm) and a 500 mm PVC lead.

 
	 221-018	 Food Check - White
	 221-028	 Food Check - Yellow
	 221-038	 Food Check - Green
	 221-048	 Food Check - Red
	 221-058	 Food Check - Blue
	 830-224	 protective silicone boot - red
	 832-050	 s/steel wall bracket & boot

	order code	 description

 
	 range	 -49.9 to 299.9 °C	
	 resolution	 0.1 °C
	 accuracy	 ±0.4 °C (-50 to 199 °C) otherwise ±1 °C
	 battery & life	 3 x 1.5 volt AAA - 10000 hours
	 sensor type	 K thermocouple
	 display	 12 mm LCD
	 dimensions	 25 x 56 x 128 mm
	 weight	 130 grams

FREE traceable certificate of calibration included

	specification	 Food Check
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	 261-010	 Thermamite - White	
	 261-020	 Thermamite - Yellow
	 261-030	 Thermamite - Green
	 261-040	 Thermamite - Red
	 261-050	 Thermamite - Blue
	 830-225	 protective silicone boot - blue
	 832-050	 s/steel wall bracket & boot

	order code	 description

4
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COMPATIBLE°C AUTO

OFF

l	 designed for the professional caterer

l	 available in four new colours


